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Power Section Performance

78 2stg Air_| 70-130 | 264-492 150 - 280
7163 stg 50-100 | 189-378 135-270
7B38stg. | 75-150 | 284-568 118-235
5066 stg 150 - 350 | 568 - 1325 127-296
5683stg. [ 100-275 | 379-1041 103-263
7/82.2 stg. Slow | 100-300 [ 379- 1136 30-92
7B38stg. | 150-300 | 568- 1136 76-152
718 5 stg 150 - 300 | 568- 1136 94-189
7B37stg. [ 150-300 | 568-1136 23-123
716 5 stg 150 - 300 | 568- 1136 94-189
9/1021stg [ 150-300 | s68-1136 26-51
675stg. | 200-500 | 757-1893 68169
783stg. [ 300-600 [ 1136-2271 59-118
7/6 3 stg. Slow | 200-600 | 757 -2271 30-90
7/B48stg. | 200-500 [ 757-1893 64-161
786 stg. | 300-600 | 1136-2271 78157
9/1035stg. | 350-625 [ 1325-2366 53-94
7/8 2.5 stg. Slow | 300 - 900 [ 1135 - 3407 22-66
7/83stg. | 300-900 [ 1136 3407 51-153
7684 stg. [ 300-900 | 1136 - 3407 48-143
8/96stg. | 300-900 [ 1136- 3407 65-196
563stg. |600-1200( 2271- 4542 67-135
sl64 st [600-1200] 2271 - 4582 65-130
6/75stg. (600 1200] 2271 - 4542 76-148
718 2.5 stg_Slow | 300 -900 [ 1136 - 3407 22-66
56465t |600-1100[ 2271- 4164 96-176

Speciiications are based on as new condition and are subject to change without notice.
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WZL Millennium Motor Assemblies

Benefits and Features

* High allowable WOB and back reaming forces

* Equipped with 0 - 3° Easy Set Adjustable Housing

* Shorter bit to bend for more predictable build rates

* Features the Maxi-torque Driveline

«  Stronger bearing mandrel for use with high torque power sections

Drilling Motor Specifications

(See next page for Power Section Performance)

Imperial
Standard Wax Pull Adjustable
D BitBoctol Hole Size Box | Maxwos | whiteBack | APsote | rorque
Reaming P! Left Hand

278" 274 feet| 312 4112 | 238 Reg| 11400 1bs | 19,000 1bs | 157,000 Ibs | 1.500 filbs| 600 filbs|
312" Me 307 fest| 41/4"-57/8' | 27/8Reg | 18500 1bs | 30,900 Ibs | 226,000 Ibs | 3,500 ftlbs| 2,200 ftlbs|
43045 M5 502 fest | 57/8'-77/8" | 312Reg | 53300 1bs | 52400 Ibs | 515,000 Ibs | 10,000 ftlbs| 6,000 ft bs|
612" M6 557 fest| 77/8"-97/8" | 412Reg | 902001bs | 50,500 Ibs | 780,000 Ibs | 30,000 ftlbs[12,000 ftlbs|

8" MG 6.75 feet | 95/8" - 12 1/4" | 65/8 Reg [ 105,000 Ibs | 175,000 lbs |1.116,000 Ibs | 40,000 ft Ibs| 35,000 ft bs|
912" 10A 925 feet | 12 1/4"- 17 112°| 658 Reg [ 190,000 Ibs | 136,600 Ibs |1.208,900 Ibs | 60,000 ftlbs|40,000 ft bs|
14" 0A__ | 10.12 feet | 121/4" 25 | 758 Reg [225,000 Ibs | 191,700 Ibs | 1,048,300 Ibs | 60,000 ftIbs| 50,000 ft lbs]

Standard Pul Adjustable
BitBocto ! Hole size Box | Maxwos | whiteBack | APsote | rorque
Reaming P! Left Hand

08m | 69 114mm | 238Reg| 51000aN| 8,500 daN| 69,800 daN| 2,030 Nm

Metric

73mm

89mm M6 09m | 108-149mm | 27/8Reg| 8200 daN| 13,700 daN| 100500 daN| 4750 Nm

121427mm| M5 15m | 149-200mm | 31/2Reg | 23,700 daN| 23,300 daN| 229,100 daN| 13,560 Nm
165mm M6 17m | 200-261mm | 41/2Reg | 40,100 daN| 22500 daN| 346,900 daN| 40,680 Nm |16,270 Nm
203mm 3 21m | 245-311mm | 65BReg | 46700 GaN| 77,800 daN| 495400 daN| 54240 Nm |47,460 Nm
241mm 10A 28m | 311-445mm | 65BReg | 84500 daN| 60,800 daN| 537,700 daN| 81,360 Nm |54.240 Nm

286mm 08 31 m | 311-660mm | 75/ Reg | 100,100 GaN| 85,300 daN| 856,600 daN| 81,360 Nm |67,800 Nm
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